
MY DOCUMENT TAB 

The instructions are based on the 

‘MY DOCUMENT’ tab at the top of 

your screen. 

 

INSERT NEW PAGE 

Use the New page button to add a 

page.  

 

CHANGE PAGE LAYOUT 

1.Click on the page you want to 

change. 

2.Click on the button Layout. 

3.Choose the desired page layout. 

 

RESET PAGE LAYOUT 

It may happen that you have moved 

the text or picture boxes by mistake, 

so that they are no longer in the right 

position. Then click the Reset 

button. Your text and pictures will be 

in the right position again. 

 

INSERT VERSION NUMBER 

Click on the button Insert version 

number to insert or change the 

version number. Click Apply to All. 

FORMATTING TEXT 

Use the buttons Decrease Indent 

and Increase Indent to choose the 

text format. 

Choose from the following levels: 

1=Normal text 

2=Subheading (blue) 

3=Subheading (black) 

4=Bulleted text 

5=Bulleted text, extra indent 

 

Do not use the Tab key on your 

keyboard! 

 

COPYING/PASTING TEXT 

If you want to copy the text from Word 

or another file, you must always paste 

plain text. Paste the text by clicking the 

button Keep Text Only. 

 

INSERT PICTURE 

Click on the icon in the middle of the 

frame. Select the desired picture. The 

picture will fill the frame. 

 

CHANGE PICTURE VIEW 

You can change the view of the picture 

in two ways: 

1. Click on the picture. 

2. Click on Fill or Fit. 

 

Fill: With this button, you can change 

the crop.  

1.Click on the button Fill. 

2.Hold the Shift-key and move the 

picture to change the crop.   

Please make sure that the new crop is 

still positioned within the frame. 

 

Fit: With this button, you will resize 

the picture in such a way that the 

entire picture will fit into the frame. 

 

REPLACE PICTURE 

1.Click on the picture you want to 

replace. 

2.Remove the picture wth Delete. 

3.Click on the icon in the middle of the 

frame and select the new picture. 

The Observator range is in continuous development and so specifications may be subject to change without prior notice.  

BRAND LOGO 

Read the corporate identity guide to 

see if it is allowed to include another 

logo. If allowed, please note that you 

will have to include the brandlogo on 

every page. 

Don’t forget to click the Fit Button. 
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FRONT PAGE 

Choose one of the three front page 

designs using the button Layout. 

Datasheet 

Analite NEP-695  

Turbidity & temperature long-life logging probe   

 

The NEP-695 is an all-in-one device that contains a 

scriptable SDI-12 logger with an integrated rechargeable 

battery designed for long-term operations.  

 

The system is cased in a fully water-sealed housing that can 

support up-to 50 meters of water pressure. 

 

Designed to be fitted with the NEP-5000 SDI-12 option, the 

NEP-695 is a logging solution to monitor the turbidity. The 

NEP-695 has a built–in 6-pin female Subconn connector as 

a sensor interface. It provides the ability to connect multiple 

SDI-12 sensor networks to monitor several water quality 

sensors. 

 

 

When the NEP-695 is integrated with the NEP-5000 sensor, 

the following features can be obtained:  

• Simple turbidity and temperature reading in auto-range 

(providing identical functionality as the NEP-495). 

• Statistical measurement over a set period of time. 

• Event logging through scripting. 

• Ability to have a 90-degree NEP-5000 with 180-degree 

NEP-5000 sensor providing seamless transition between 

drinking water monitoring to sediment monitoring. 

• Adding secondary SDI-12 parameters such as 

conductivity, PH and dissolved oxygen via the SDI-12 

bus (up to 9 sensors in total). 

 

Suitable for long-term turbidity & temperature monitoring & logging  
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Welcome to the world of Observator 

 

Solutions beyond expectations. That’s what sets Observator 

apart. We believe in taking the extra step. Retaining our 

competitive edge, through innovation and uncompromised 

support, are key to success. As an ISO 9001:2015 certified 

company, we apply the highest quality standards to our 

products and systems.  

 

Since 1924 Observator has evolved to be a trend-setting developer 

and supplier in a wide variety of industries. From instruments for 

meteorological and hydrological solutions, air and climate 

technology, to high precision mechanical production, window 

wipers and sunscreens for shipping and inland applications.  

Originating from the Netherlands, Observator has grown into an 

internationally oriented company with a worldwide distribution 

network and offices in Australia,  

Germany, the Netherlands,  

Singapore and the United Kingdom. 

BACK PAGE 

Always include this back page. 

Built-in logger: 
The NEP-695 contains the OEM CR300 logger by Campbell 

Scientific. This is a proven working solution by many Analite 

customers, which will provide a scriptable logging capability. 

 

Built-in rechargeable battery: 
The main advantage of having a built-in rechargeable 

battery is its low running cost. Hence, users are not required 

to buy expensive batteries. 

 

Built-in Lithium-ion batteries have a capacity of 144Wh 

which can be charged via simple DC plug-pack or solar 

input. Thus, providing ideal dropping solution for data-buoys 

and river monitoring applications.   

 

 

Endurance 
When using the battery on its own, with the NEP-5000 

sensor, the system is capable of measuring 27,000 

measurements. This is approximately 5 months in 10 

minute-intervals or indefinite use when connected to a 20W 

solar panel.  

 

Operating  

temperature -5°C (non-freezing) to 50°C 

 

Storage  

temperature -10°C to 55°C 

 

Weight 2.4kg – including batteries 

 

Construction Outer tube construction with polycarbonate 

 tube and a structural support using a 

 stainless steel chassis. The probe interface 

 assembly and the rear electrical interface 

 assembly is made from Delrin plastic. 

 

Depth rating 52m (170ft) static water column 
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